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Specifications may change without prior notice

Special Features

Patented DC 
connector Module

Full Modular 
Cabling

High Quality 
105°C Cap

Honeycomb 
StructurePower Distribution

Total Power

1050W

+12V

87A 

1044W

-12V +5Vsb 

0.5A 3A 

6W 15W 

Model 

X-1050

+3.3V +5V 

25A 25A 

150W 

Wire Configuration

Safety & EMI / EMC

Peripheral
(4P)

SATA
PCI-E

(6P / 8P)
550 / 650mmModel

Cable

1 1 1 8 14 5 1

Main Power 
(20 / 24P)
600mm

EPS12V / 
ATX12V 
(8P / 4P) 
650mm

EPS12V
(8P)

650mm
FDD(4P)

P rotection Features: OCP / OPP / OTP / OVP / SCP / UVP

1050  /1250W

X-1050

－S E R I E SX
Dual 

Copper Bars

® ．Ultra High Efficiency, 80 PLUS  GOLD

　Certified (www.80PLUS.org)

．Seasonic Patented DC Connector Panel with 

　Integrated Voltage Regulation Module

．Sanyo Denki - San Ace Silent Fan 

．Seasonic Hybrid Silent Fan Control 
2 3

　- S FC and S FC

．Ultra Tight Voltage Regulation 

．Dual Copper Bars

．Gold Plated High Current Terminals 

．Conductive Polymer Aluminum Solid Capacitors

．Highly Reliable 105 °C Aluminum Electrolytic 

　Capacitors

．Multi-GPU Technologies Supported 

．7-Year Warranty
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